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PVC TEES SCH 80 - with pipe

Type Size L H o.d. Sensor Code weight
= T (mm)  (inch) (inch) (inch) Type (kg)
il MPV8T005 0.50 14.00 350 0.84 Flow X0, pH-XX 159001623 0.600
‘ ‘ MPV8T007 0.75 14.00 3.70 1.05 Flow -X0, pH-XX 159 001 624  0.600

MPV8T010 1.00 17.00 4.00 1.32 Flow -X0, pH-XX 159 001 625  0.650
MPV8T012 1.25 20.00 430 1.66 Flow -X0, pH-XX 159001626 0.700
MPVST015 1.50 24.00 4.60 1.90 Flow -X0, pH-XX 159 001 627  0.750
MPV8T020 2.00 2650 5.02 2.38 Flow -X0, pH-XX 159 001 628 0.800

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.

Georg Fischer Piping Systems Ltd, Postfach, CH-8201 Schaffhausen/Switzerland Phone +41 -(0)52-631 1111 e-mail:
info.ps@georgfischer.com Internet: http://www.gfps.com

Page 1 of 1



